
 

 

 

Cart Turbina 

Professional 
 TECHNICAL DATA SHEET 

Version with 9 lt or 18 lt tank  

 

   
         
  



 

 

 

 

Technical features  CCCCTTTT----9 (Version with 9 Lt)9 (Version with 9 Lt)9 (Version with 9 Lt)9 (Version with 9 Lt)    CTCTCTCT----18 (Version with18 (Version with18 (Version with18 (Version with    18Lt18Lt18Lt18Lt))))    

Power supply voltage  230 Vca, 50 Hz 230 Vca, 50 Hz 

 

Absorbed electrical power 

(internal compressor + turbine  

TMR180E) 

 

 

 

 

2.000 W 

 

 

2.000 W 

 

Max tank pressure 

(tank of 9 and 18 Lt) 

 

 3,90 Bar 3,90 Bar 

Quantity of delivered air from 

turbine 

(TMR180E) 

 

 1.100-2.500 l/min. 1.100-2.500 l/min. 

 

Turbine pressure 

(TMR180E) 

 

 **0,10/0,44 bar (1,45/6,38 psi) 

 

**0,10/0,44 bar (1,45/6,38 psi) 

 

Tank capacity 

 

 9 Lt 18 Lt 

Operating temperature  Da -10°C a + 40°C 

 

Da -10°C a + 40°C 

 

Air Tube Flex system.  Yes Yes 

 

Air hose (lenght)  7 mt 7 mt 

 

Dimension  660x390x1030 mm 

 

660x390x1030 mm 

 



 

 

 

Product hose (lenght)  7 mt 7 mt 

 

Weight  28 kg 30 kg 

 
 

 


